NOTES:
1. THESE ARE FINISHED DIMENSIONS READY FOR THE LINER.
2. DIMENSIONS ARE FROM INSIDE POOL PANELS.
4. HYDRA LINER TRACK FOR STEPS IS INSTALLED WITH THE BARB FACING THE RISER WALL ON THE STEP.

EXCAVATION NOTES:
5. ROUGH EXCAVATION SHOULD BE 2" DEEPER IN EACH INSTANCE.
6. SOIL TO HAVE MINIMUM BEARING CAPACITY OF 1500 PSF.
7. LOCATE TOP OF POOL AT LEAST 6" ABOVE THE SURROUNDING LAND ELEVATION.
8. SEE "OVER DIG DETAIL" FOR EXCAVATION AROUND POOL.
9. FILL VOIDS UNDER BASE OF PANELS AND TAMP WELL.
10. BACK FILL WITH NON-EXPANSIVE MATERIAL.

IMPORTANT NOTES:
THIS DOCUMENT IS FOR ILLUSTRATIVE PURPOSES ONLY. THE DEALER OR CONTRACTOR WHO SELLS OR Installs YOUR POOL IS AN INDEPENDENT CONTRACTOR AND IS NOT AN AGENT OF THE MANUFACTURER. THE CONSTRUCTION METHODS ILLUSTRATED HERE ARE SUGGESTIONS AND APPLY ONLY TO NORMAL GROUND CONDITIONS. THERE MAY BE ADDITIONAL PRECAUTIONS AND/OR METHODS OF CONSTRUCTION. PROPER INSTALLATION IS THE RESPONSIBILITY OF THE DEALER/BUILDER/CONTRACTOR.

ITEM | FILE NAME | DESCRIPTION | CUSTOMER DRAWING # | VENDOR PART # | QTY | VENDOR NAME | MATERIAL
--- | --- | --- | --- | --- | --- | --- | ---
1 | BOLT, PACK | BOLT, FLANGE, 3/8-16 X 1", PACK (50) | HP5196 | HP5196 | 3 | HSSTEEL | AISI 1020
2 | SPACER | BRACE, FOLD OVER WITH TURNBUCKLE, STEEL, HP5196 | HP5196 | HP5196 | 11 | HSSTEEL | SAMSON STEEL
3 | PANEL, RADIUS | PANEL, 24 RADIUS, 1'-3" LONG, 600 SERIES | HPSCR2 | 00003932 | 1 | HSSTEEL | 600 SERIES
4 | PANEL, RADIUS | PANEL, 5 RADIUS, 4" LONG, INLET, 600 SERIES | HPSCR3 | 00012166 | 2 | HSSTEEL | 600 SERIES
5 | PANEL, RADIUS | PANEL, 5 RADIUS, 6" LONG, 600 SERIES | HPSCR6 | 00000208 | 1 | HSSTEEL | 600 SERIES
6 | PANEL, RR | PANEL, 5 REVERSE RADIUS, 5'-4" LONG, 600 SERIES | HPSCRR6 | 00006416 | 1 | HSSTEEL | 600 SERIES
7 | PANEL, RADIUS | PANEL, 24 RADIUS, 2'-4" LONG, 600 SERIES | HPSCR8 | 00004287 | 1 | HSSTEEL | 600 SERIES
8 | PANEL, RADIUS | PANEL, 24 RADIUS, 6'-5" LONG, 1084 SERIES | HPSCRR684R | 00006814 | 1 | HSSTEEL | 600 SERIES
9 | PANEL, RADIUS | PANEL, 24 RADIUS, 6'-5" LONG, 1084 SERIES | HPSCRR684R | 00006821 | 1 | HSSTEEL | 1084 SERIES
10 | PANEL, RADIUS | PANEL, 24 RADIUS, 6'-1" LONG, 1084 SERIES | HPSCRR684R | 00006820 | 1 | HSSTEEL | 1084 SERIES
11 | STEP, SUN LEDGE, 12'-5' RADIUS, 3 TREAD, LINER TRACK, ASSEMBLY | HSSL125RLT | 00003929 | 1 | HSSTEEL | 1084 SERIES

UNLESS OTHERWISE SPECIFIED:
DIMENSIONS ARE IN INCHES.
TOLERANCES
DECADES: X ± 1
XX ± .01
XXX ± .001
XXX ± .0005
ANGULAR: X ± .5
THIRD ANGLE PROJECTION

ORIGINAL DATE: 7/22/2016
DETAILED BY: MWILLIAMS
LAST REVISED DATE: 9/6/2016
MATERIAL:
PoolWarehouse
Area: 217'81.57" \^2
Perimeter: 56'9.80"
Volume = 4922 US gallons

NOTES:
1. THESE ARE FINISHED DIMENSIONS READY FOR THE LINER.
2. DIMENSIONS ARE FROM INSIDE POOL PANELS.
4. HYDRA LINER TRACK FOR STEPS IS INSTALLED WITH THE BARB FACING THE RISER WALL ON THE STEP.

EXCAVATION NOTES:
5. ROUGH EXCAVATION SHOULD BE 2" DEEPER IN EACH INSTANCE.
6. SOIL TO HAVE MINIMUM BEARING CAPACITY OF 1500 PSF.
7. LOCATE TOP OF POOL AT LEAST 6" ABOVE THE SURROUNDING LAND ELEVATION.
8. SEE "OVER DIG DETAIL" FOR EXCAVATION AROUND POOL.
9. FILL VOIDS UNDER BASE OF PANELS AND TAMP WELL.
10. BACK FILL WITH NON-EXPANSIVE MATERIAL.

IMPORTANT NOTES:

THIS DOCUMENT IS FOR ILLUSTRATIVE PURPOSES ONLY. THE DEALER OR CONTRACTOR WHO SELLS OR INSTALLS YOUR POOL IS AN INDEPENDENT CONTRACTOR AND IS NOT AN AGENT OF THE MANUFACTURER. THE CONSTRUCTION METHODS ILLUSTRATED HERE ARE SUGGESTIONS AND APPLY ONLY TO NORMAL GROUND CONDITIONS. THERE MAY BE ADDITIONAL PRECAUTIONS AND/OR METHODS OF CONSTRUCTION. PROPER INSTALLATION IS THE RESPONSIBILITY OF THE DEALER/BUILDER/CONTRACTOR.
<table>
<thead>
<tr>
<th>A</th>
<th>B</th>
<th>C</th>
<th>D</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>9'-1 1/8&quot;</td>
<td>20'-7&quot;</td>
<td>24'-4 1/2&quot;</td>
</tr>
<tr>
<td>2</td>
<td>8'-8 3/8&quot;</td>
<td>21'-9 1/8&quot;</td>
<td>24'-10 1/8&quot;</td>
</tr>
<tr>
<td>3</td>
<td>8'-6 3/8&quot;</td>
<td>22'-11&quot;</td>
<td>25'-3 5/8&quot;</td>
</tr>
<tr>
<td>4</td>
<td>8'-7 1/4&quot;</td>
<td>24'-3 3/4&quot;</td>
<td>25'-9 1/8&quot;</td>
</tr>
<tr>
<td>5</td>
<td>12'-2 1/8&quot;</td>
<td>27'-2 3/8&quot;</td>
<td>25'-6 1/2&quot;</td>
</tr>
<tr>
<td>6</td>
<td>15'-11 1/8&quot;</td>
<td>27'-1 1/8&quot;</td>
<td>22'-9 1/8&quot;</td>
</tr>
<tr>
<td>7</td>
<td>18'-2 5/8&quot;</td>
<td>24'-5 1/2&quot;</td>
<td>18'-10 1/2&quot;</td>
</tr>
<tr>
<td>8</td>
<td>18'-6 1/4&quot;</td>
<td>22'-6 5/8&quot;</td>
<td>17'-2 7/8&quot;</td>
</tr>
<tr>
<td>9</td>
<td>21'-10 1/2&quot;</td>
<td>19'-3 4/8&quot;</td>
<td>12'-4&quot;</td>
</tr>
<tr>
<td>10</td>
<td>23'-11 3/4&quot;</td>
<td>18'-5 1/8&quot;</td>
<td>10'-1 1/2&quot;</td>
</tr>
<tr>
<td>11</td>
<td>27'-1 5/8&quot;</td>
<td>14'-3 3/8&quot;</td>
<td>6'-8 5/8&quot;</td>
</tr>
</tbody>
</table>

**Dimensions are in inches unless otherwise specified.**

- **UNLESS OTHERWISE SPECIFIED**
- **TOLERANCES**
  - DECIMALS: X ± .1
  - XXX ± 001
  - XXXX ± 0005
- **ANGULAR:** X ± 0.5

**Third Angle Projection**

**Pool Warehouse**

**Title:** LAYOUT, 13' X 22', SHIZ, 4' DEEP, FLAT BOTTOM, HSSL125RLT, 3-INLETS, 3-LIGHTS, 1084, 600 SERIES

**Material:** JBOSSERDET

**Designed By:** MWILLIAMS

**Creation Date:** 7/22/2016

**Last Revised By:** mwilliams

**Last Revised Date:** 9/6/2016

**Copyright:** © 2016

**Last Revised Date:** 9/6/2016

**Document ID:** CF7308

**Scale:** 1:56

**Size:** A

**Number:** 5 OF 7

**Page:** 5

**Date:** July 29, 2015

**ID:** C:PDM\Working\00012111